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 Self-Retracting Lanyard for industrial maintenance with rescue capability 
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Product Description 

Fall arrest Personal Fall Protective Equipment (PFPE) arrests a worker in the event of a fall and limits the forces 
applied to both the worker and the anchor point.  A PFPE fall arrest system comprises of a body support element 
(fall arrest full body harness), a connecting element (fall arrest lanyard with built in energy absorber), a connector 
(karabiner/hook) and an anchorage (lifeline/anchor).  The MSA Latchways Retrieval SRL is intended to be used 
as a connecting element within a personal fall arrest system. 

The MSA Latchways Retrieval SRL includes a self-locking function and automatically extends and retracts 
providing the User with freedom of movement over a large working area.  The MSA Latchways Retrieval SRL is 
ideal for applications where User mobility is required, fall protection is needed (inspection work, general 
construction & maintenance work etc.) and an integral method of rescue required. 

The MSA Latchways Retrieval SRL includes a mechanism for lifting and limited lowering, enabling the rescue of 
a casualty where other means are unavailable (e.g. in a confined space environment). 

Key Features 

 The Full Contact™ locking mechanism’s frequent movement minimises the possibility of freezing, hang 
ups or corrosion.  This failsafe performance is verified by the audible clicking noise. 

 Integral Constant Force® energy absorber limiting the force to the User. 

 All internal components manufactured from materials with high corrosion resistant properties. 

 Ball bearings ensure smooth running of the drum mechanism. 

 The modular design allows for quick and easy on-site inspection and maintenance, ensuring minimal time 
out of operation. 

 Integral retrieval mechanism with foldaway handle and securing bolt. 

 All MSA Latchways Retrieval SRLs are individually serial numbered to ensure full traceability. 
 

Approvals 

Standard 62820-00 62821-00 Product region identification 

BS EN 360:2002 X X UK 

BS EN 1496:2006 X X UK 

ANSI Z359.14-2012 X X US 

OSHA 1910.66 & 
OSHA 1926.502 

X X US 

CSA Z259.2.2-98 X X US 

GB 24544-2009 X - CN 

ISO 9001 & ISO 
14001 

X - - 

 

Quality Control 

 100 % gauge inspection 

 100 % visual inspection 

 100 % function and lock tested 

 X-ray inspection of all cast components 

 Batch conformance testing for dynamic performance 

 Batch conformance testing for static strength 

 All energy absorber assemblies tested for performance before assembly 
 

Product details 
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Part 
number 

Description Length Lanyard type 
Size 

(HxWxD) 
(mm/ inches) 

Net 
Weight 

(kg / lbs) 

Lifting 
and 

lowering 
ratio 

62820-
00XX 

15 m (50 ft) 
Retrieval SRL 
(Stainless 
Steel) 

15 m (50 ft) Ø5 mm (Ø3/16 in) 
Stainless 

steel cable (7x19) 

300 × 280 × 
250 

(11.8 x 11 x 
9.8) 

14 kg  
(31lbs) 

5.2:1 

62821-
00XX 

15 m (50 ft) 
Retrieval SRL 
(Stainless 
Steel) (Tripod) 

15 m (50 ft) Ø5 mm (Ø3/16 in) 
Stainless 

steel cable (7x19) 

300 × 280 × 
250 

(11.8 x 11 x 
9.8) 

15kg 
(33lbs) 

5.2:1 

Note: Regional identification ‘XX’ as defined within Approvals table, page 2 

 

MSA Latchways Retrieval SRL materials 

Component Material 

Case Aluminium / stainless steel 

Pawls & ratchet module Hard lubricated stainless steel 

Fasteners Stainless steel 

Retraction spring Stainless steel 

Drum module Aluminium 

Cable Stainless steel 

Retrieval gears Stainless steel 

Connector Forged stainless steel with load indicator 

 

Performance 

 
EN 
IRAM 
GB 

ANSI CSA OSHA  
EN 
IRAM 
GB 

ANSI CSA OSHA 

Static strength 15 kN 3000 
lbf 
13.3 
kN 

3000 
lbf 
13.3 
kN 

5000 
lbf 
22.2 
kN 

Maximum 
arresting force 

6 kN  1800 lbf 8 kN 1800 
lbf 

Maximum 
arrest distance 

2 m 54” 1.4 m 42” Average arrest 
force 

N/A 900 lbf N/A N/A 
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General information 

 The MSA Latchways Retrieval SRL shall be subject, in accordance with the User instructions, to a series 
of pre-use checks.  This shall include extracting and retracting the lanyard and ensuring that an audible 
“tic, tic” is observed.  Additionally, the device shall ‘lock-on’ when pulled sharply.  These simple checks 
confirm that the locking mechanism is operational. 

 The MSA Latchways Retrieval SRL is designed for overhead use only.  The SRL shall not be used at an 
angle greater than 30º from the vertical.  Never use the SRL for horizontal applications. 

 Always be aware of sharp edges, or obstacles that prevent the correct orientation of the lanyard when 
connecting the MSA Latchways Retrieval SRL to the anchor point. 

 The MSA Latchways Retrieval SRL is a single User device.  Only one User shall be attached to the SRL at 
any one time. 

 The maximum User mass (including tools) must not exceed 140 kg (310 lbs). 

 The retriever mechanism requires a force of at least 10 kg (22 lbs) applied to the handle – the second User 
must be physically capable of operating the mechanism in the case of an emergency 

 The MSA Latchways Retrieval SRL shall be returned to Latchways or approved service centre annually for 
thorough inspection and recertification. 

 The MSA Latchways Retrieval SRL (Tripod variant) is solely for use with the MSA Workman tripod. 

 When selecting an Anchor point ensure it meets the below requirements. 
 

Anchor point requirements 

EN / IRAM 
GB 

The anchor point shall be able to sustain a minimum load of 12 kN (2700 lbs). Refer to EN 795:2012 or 
CEN/TS 16415:2013. 

 
ANSI 

The anchor point shall be able to sustain a minimum certified load of 3600 lbs (16 kN) or 5000 lbs (22.2 kN) 
in the absence of certification. Refer to ANSI Z359.14-2012 CLASS B. 

 

 
CSA 

The anchor point shall be able to sustain a minimum load of 22.2 kN (5000 lbs). Refer to CSA Z259.15 

OSHA The anchor point shall be able to sustain a minimum load of 5000 lbs (22.2 kN). 

Note: If multiple fall arrest systems are attached to the same anchor point the strength requirement shall be multiplied by the 
number of personal fall arrest systems. 

 

Change control 

Date Revision CR no Comments 

17-10-16 2 100048 Document updated to MSA VBL 

22-02-17 3 100101 Document updated to include tripod variant 

  


